DynaLite™ Stands

DL1000 Series v

Springless Stands for Roll-Up Signs

Our DynalLite™ series offers non-spring, lightweight, compact See page 29

X i . "Roll-Up Sign Mounting Options"
stands designed to display 36" or 48" roll-up signs. Made of
powder coated steel and aircraft quality aluminum, these stands
are rugged and dependable.

- MUTCD and NCHRP-350 compliant.
- DynaLite™ compact stands offer multiple methods of roll-up
sign attachment: Screwlock™, which quickly and firmly clamps

to the vertical fiberglass rib, the P" and "A" Post & Tube mounts

which accommodate signs equipped with 1" and 3/4" square
tube adapters, or the Latch style sign holder which holds the
sign by bottom plastic pocket. See page 4 for details.

- Dynalite™ full size stands feature telescopic vertical masts and

triple flagholders designed to display 36" or 48" roll-up signs.

- Foot operated leg releases quickly lock legs in one of three
positions to allow for storage or deployment on uneven terrain. DL1008

- SDL1000 and DL1000 series of mini stands have 22" legs that
telescope to 38”. DL1003 series stands offer 30" leg length that
telescopes to 51". SDL1008 and DL1008 are full size stands

SDL1008

with 42" legs.

Model Sign Roll-Up Sign Leas
> Number | Height | Holder Type 9
14"

DL1000A* "A" Post & Tube Aluminum
DL1000P* 18" "P" Post & Tube Aluminum
DL1000W 12" Screwlock™ Aluminum
DL1000L 12" Latch Aluminum
DL1008-RUB  Variable Roll-Up Bracket Aluminum

DL1008-RGB Variable Rigid Brackets
DL1008-RG/RU  Variable  Roll-Up & Rigid Bkts.

DL2000L 12" Latch for Crossing Signs ~ Aluminum
SDL1000A* 14" "A" Post & Tube Steel
SDL1000P* 18" "P" Post & Tube Steel
SDL1000W 12" Screwlock™ Steel
DL1000wW SDL1000L 12" Latch Steel
SDL1008-RUB  Variable Roll-Up Bracket Steel
SDL1008-RGB  Variable Rigid Bracket Steel
SDL1000W w/48" Sign SDL1008-RG/RU  Variable  Roll-Up & Rigid Bkts. Steel

* Dicke West Exclusive
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